Indian Red Cross Society

Quotation Notice 

Sub:
Repair and maintenance work of staff quarters at Sarojini Nagar, New Delhi. 

 
Enclosed find herewith a Schedule of Quantities for the above work alongwith special condition of contract in addition to general conditions being followed in IRCS which can be seen in the office of undersigned for quoting your competitive rates for the same. The Quotations addressed to Secretary General, Indian Red Cross Society, 1-Red Cross Road, New Delhi should be submitted in sealed cover by 22.01.2010.


The quotation should accompany a demand draft of Rs.25200/- in favour of Secretary General, Indian Red Cross Society, New Delhi being the earnest money. 

 
The Secretary General reserves the right to accept or reject any or all quotations without assigning any reasons. 

INDIAN RED CROSS SOCIETY

Schedule of Quantities

Name of work: Repair and maintenance work of Staff Quarters at Sarojini Nagar, New Delhi.

	
	Description of Item
	Quantity
	Unit
	Rate
	Amount

	
	
	
	
	In figure
	In words
	

	1.
	Providing and fixing horizontal chajja of stone 40 mm thick and upto 80 cm projection in cement mortar 1:4 (1 Cement: 4 coarse sand) including pointing in white cement mortar 1:2 (1 white cement :2 Stone dust) with an admixture of pigment matching the stone shade:

Red Sand stone
	148 sqm
	Sqm
	
	
	

	2.
	Providing and laying cement concrete in retaining walls, return walls, walls (any thickness) including attached pilasters, columns, piers, abutments, pillars, posts, struts,  buttresses, string or lacing courses, parapets, coping, bed blocks, anchor blocks, plain window sills, fillets etc, up to floor five level, excluding the cost of centering, shuttering and finishing. 

1:1 ½ : 3 (1 Cement: 1 ½ coarse sand: 3 graded stone aggregate 20 mm nominal size)   
	8 Cum
	Cum
	
	
	

	3.
	Providing and fixing G.I. pipes complete with G.I fittings and clamps including cutting and making good the walls

Exposed on wall

15mm dia nominal bore
	240 mtr.
	Mtr
	
	
	

	4
	Providing and fixing C.P. brass angle valve for basin mixer and gyser points of approved quality conforming to IS:8931

a) 15mm nominal bore
	80 Nos.
	Each
	
	
	

	5
	Steel work welded in built-up sections/framed work including cutting, hoisting, fixing in position and applying a priming coat of approved steel primer using structural steel etc as required

In gratings, frames, guard bar, ladders, railings, brackets, gates & similar words
	9200 kg
	Kg
	
	
	


	6
	Painting with synthetic enamel paint of approved brand and manufacture to give an even shade: 

Two or more coats on new work  
	350 sqm 
	
sqm
	
	
	

	7.
	Providing and fixing factory made ISI marked steel glazed doors, windows and ventilators side/top/centre hung with beading and all member such as K11 B and K12 B etc. complete of standard rolled steel sections, joints mitred and flash butt welded and sash bars tenoned and riveted with 15 X 3 mm lugs, 10 cm long, embedded in cement concrete blocks 15 X 10 X 10 cm of 1:3:6 ( 1 Cement : 3 Coarse Sand: 6 graded stone aggregate 20 mm nominal size) or with wooden plugs and screws or rawl plugs and screws or with fixing clips or with bolts and nuts as required, including providing and fixing of hinges, pivots, float glass panes with glazing clips and special metal sash putty of approved make and a priming coat of approved steel primer excluding the cost of metal beading and other fittings except necessary hinges or pivots complete as per approved design.  
	515 Kg
	Kg
	
	
	

	8.
	Providing and fixing fly proof galvanized M.S. wire gauze to windows and clerestory windows using galvanized M.S. wire with average width of aperture 1.4 mm in both directions with wire of dia 0.63 mm

With 12 mm mild steel U beading
	120 sqm
	Sqm
	
	
	


	9.
	Providing and placing ( at all floor levels) polyethylene water storage tank ISI:12701 marked with cover and suitable locking arrangement and making necessary holes for inlet, outlet and overflow pipes but without fiitings and the base support for tank
	40 X 100 ltr
	Ltr.
	
	
	

	10.
	Providing and fixing ball valve (brass) of approved quality, High or low pressure, with plastic floats complete.

15 mm nominal bore
	40 Nos.
	Each
	
	
	

	11.
	Providing and fixing G.I. union in GI pipe including cutting and threading the pipe and making long screws etc. complete (New York)

15 mm nominal bore
	80 Nos.
	Each
	
	
	

	12.
	Providing and fixing nickel plate M.S. pipe curtain rods with nickel plated brackets

25 mm dia (heavy type)
	340 mtr,
	Mtr.
	
	
	


	13


	Providing and fixing 600 X 120 X 5mm glass shelf with edges round of supported on anodised aluminium angle frame with CP brass brackets and guard rail complete fixed  with 40 mm long screws, rawl plugs etc. complete.
	40 Nos.
	Each


	
	
	

	14.
	Fixing chowkhats in existing opening including embedding chowkhats in floors or walls cutting masonry for holdfasts embedding hold fasts in coarse sand: 6 graded stone aggregate 20 mm nominal size) painting two coats of approved wood preservative to sides of chowkhats and making good the damages to walls and floors as required complete including disposal of rubbish to the dumping gropund within 50 meters lead:

1. Door chowkhats

2.  Window
	 70 Nos

194 Nos
	Each

Each
	
	
	

	
	
	
	 
	TOTAL


	


Director ( P & A)
SPECIAL CONDITIONS OF CONTRACT

1. The specifications for the works shall be as per printed CPWD specifications 1996 Volume I to VI with up-to-date correction slips for building, sanitary and water supply works etc. except where otherwise specified in the description of item given in the Schedule of Quantities or in the specifications given below:- 

Where for any items, the specifications given in the above documents are silent, relevant I.S.I. Specifications shall be followed.  In case where I.S.I. Specifications in the opinion of the Architect are not applicable, the decision of the Architect shall be final and binding on the Contractor. 

2. The rates quoted by the Contractors shall be applicable for all heights and depths, leads and lifts involved unless otherwise specified in the items.

3. 10% Security Deposit will be deducted on gross amount from each running bill and final bill.  The amount of Security Deposit will be refunded after 6 months from the date of completion or after the final bill has been prepared and passed, whichever is later.

4. The recovery of water charges shall be made from each running bill @ 1.50% of the gross amount of the bill.

5. Cement will be arranged by the Contractors himself/themselves at site of work.  The day-to-day receipts and issue accounts of cement shall be maintained by the Officer-in-Charge of the work and signed daily by the contractor or his authorised agents, as per proforma given below:

 
PROFORMA FOR CEMENT REGISTER

	Date of receipt
	Ref. to source of receipt Cash memo / Invoice etc.
	
Quantity received
	Progressive

Total
	Date of issue

	1
	2
	3
	4
	5


	
Item of work for which issued
	Qty. returned at the end of day
	Total issued
	Daily balance in hand
	Contractor’s initials

	6
	7
	8
	9
	10


	Initials of Society Representative
	REMARKS

Periodical check by Architect.

	11
	12


6. Time of completion of work is 120 days.

7. The quantities shown in the schedule of quantities are approximate.  Payment will be made on the basis of actual work done after taking measurements as per mode of measurements prescribed in CPWD Specifications 1996 Volume I to VI with up-to-date correction slips.

8. All white washing, colour washing, paint splashes are to be removed by the contractor after the work is done, at his own cost and nothing extra will be paid.

9. Any compensation payable under the workmen’s compensation Act 1923 shall be borne by the Contractor.

10. Sales-tax or any other tax on materials etc. in respect of this contract shall be payable by Contractor and the Society shall not entertain any claim whatsoever in this respect.

11. For dry distempering, painting and oil bound distempering the surface shall be cleaned of all grease, dirt, spits, splashes etc. by sand papering as per CPWD Specifications and nothing will be paid on this account.

12. Dry distemper packets and paint drums shall be collected by the Contractor in advance and kept at site.  A Register as prescribed will be maintained and empty containers for whole material used will be preserved till completion of work. 

13. All incidental charges of any kind whatsoever such as sales Tax, Octroi, Royalty, cartage, storage etc. shall be borne exclusively by the contractor and nothing extra shall be paid to him. 

14. All minor repairs such as fillings of holes in walls, patch repair in cement will be carried out by the contractor at his own cost before the white washing or colour washing is done. Nothing extra will be paid on this account. 

15. The contractor shall inspect the site to fully acquaint himself about the conditions in regard to accessibility of site, nature and extent of grounds, working conditions including stacking of materials, installation of T&P etc.  Conditions affecting accommodation and movement of labour etc. required for satisfactory execution of the contract.  No claim whatsoever on such account shall be entertained in any circumstances. 

16. The contractor shall construct at his cost suitable Godown at the site of work for storing the materials.  He shall also employ necessary watch and ward establishment for the purpose.  Nothing will be paid on this account.

17. Unless otherwise provided in the descriptions of various items of work the rates shall be for completed items of work covering all materials, labour carriage royalties, fees, rents, sales tax, octroi, wastage tools, plants, equipment, transport, temporary constructions and risks arising out. 

18. Variation in rates: - If after submission of the tender/quotation and/or during the progress of the work, the prices of any materials, hire charges of T&P, wages of labour and or other items of work increase by an Act of Legislature (Central or State) and/or any notification there under, or on account of new/revised duties or levies such as octrol etc. Labour award, revision of minimum wages of labour or any other reasons, whatsoever, no claims shall be entertained on this account.

19. Work site order book: - A work site order book shall be maintained in which all the instructions issued to the contractor or his authorised agents in respect of the execution of work shall be recorded by the Architect/Engineer-in-Charge or Society’s representative.  The contractor or his authorised agents shall be bound to carry out the instructions and sign the relevant entries in this book. 

20. The contractor should visit site and get himself acquainted with the site conditions, before quoting the rates.

21. Contractor shall return to I.R.C.S. all dismantled material obtained by him while doing the work.

22. Rates shall include all scaffoldings required for painting overhead water tanks on existing buildings and all such other items, covering all heights.

23. Preparation of Surface: - Before doing white washing or distempering shall be done as per relevant provisions of CPWD Specifications.

Particulars of receipts





Particular of issue








